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1 UTILITY, GRADING, AND EROSION CONTROL PLAN
SCALE: 1" =10'

N

SPRY

PRECAST CONCRETE CAP W/ DRIP EDGE, TYP

SPLIT FACE CONCRETE BLOCK, TYP

GALVANIZED HSS4X4X5/16 BEAM, BAKED 
ENAMEL, BLACK, TYP

BRICK PIER - RUNNING BOND, TYP

4"x4" ACCESSIBLE WATER-PROOF PVC 
JUNCTION BOX - SEE ELECTRICAL DWGS

CONDUIT, TYP - SEE ELECTRICAL DWGS, 
WIRING TO BE ROUTED WITHIN MASONRY 

PIERS TO REDUCE EXPOSED FLEXIBLE CONDUIT

APPROX. SITE GRADE

CONCRETE PIER, SEE SECTION

MAT FOOTING (SEE SECTION)

15' - 1 1/4"

TYP.

1' - 0"

GALVANIZED HSS6X6X5/15 POST 
(BEHIND), TYP

DIGITAL SIGN BOARD

1" / 10 1/4"

RAISED PLANTER BED 
BEYOND. SEE CIVIL DWGS

COMPACT EARTH

TOPSOIL
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1 EXTERIOR DIGITAL SIGN
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